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Spot welded and made water tight
with asphaltic plastic cement
0.079" thick smooth metal bulkhead
with reinforcing beads

0.079" thick smooth metal taper
with reinforcing beads
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Trench
installation
(Omit anchor

Joint Restrainer Assembly, Dia assembly)
N Alternative A
Pipe stake *%
o
o< sl @ H@“ Ockum or jute packing
| ; Install to permit Overlap—
Plastic tail pipe D 17-0" movement 6" Min
215" L — Tapered inlet 8 Taper ¢ 17-0" Max
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Bell/Spigot Joint .
PLAN END VIEW B Downdrain
- = Pipe stake Ssurface instal lation
ENTRANCE TAPER - TYPE 1 SECTION - TYPE 1
NOTES:
1. Cable or slip joint to be used
when specified.
2. Slip joint to be omitted when
completely buried.
Plastic Pipe dimensions as tabulated below.
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Taper joints may be welded or riveted.
Dimensions to be as tabulated below.
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NTRANCE TAPER - TYPE 1 ENTRANCE TAPER - TYPE 2
1," Pipe stake
6'-0" long
2" @ Carriage or
machine bolts
Flatten or point
Hy Plastic tail pipe pipe stakes
¥a" x V2" Band
See Standard
Plan D87A for ol |
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Alternative tail pipe to entrance pipe connection

DETAIL A

(See Note T)
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steel rod
114" Pipe stakes,
0 == 6’-0" long when required

/2" Threaded steel rod

SECTION A-A
PLASTIC PIPE
JOINT RESTRAINER ASSEMBLY

/2" Bolts and washers (Typical)

«—— See Standard Plan
D87A for Plate Detail

¥4" x /2" Band
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(3" length)

O\ 1/," Pipe stakes,

6'-0" long when required

Alternative B
NOTES:
1.

N

o

IS

o

o

~

. See Standard Plan D87A for details of entrance taper placement

. Pipe stakes to be used with joint restrainer when specified.

. Plastic pipe and fittings used for overside drains shall be from

. Entrance taper

. For cable anchorage system details, see Standard Plan D87C.

. At contractors option, tail pipe and tapered

All hardware to be galvanized after fabrication. All pipe stakes
to be either galvanized after fabrication, or be fabricated
from pre-galvanized pipe. If pre-galvanized pipe is used, weld
areas shall be cleaned, and painted with zinc-rich primer.
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at dike.

one manufacturer for each installation.

"H" dimension s insertion of metal

into plastic pipe.

length of
taper

inlet may be supplied

from manufacturer as a pre-connected unit as shown in Detail A.
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